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1. GENERAL 
 
 1.1 This Policy and Procedure Directive supersedes P.P.D. No. 04-4. 
 
 1.2 This Policy and Procedure Directive outlines the procedures to be followed for 
certification and acceptance of hydraulic cements, fly ash, natural pozzolan, silica fume, and 
lime. 
 
 1.3 This Policy and Procedure Directive modifies the normal certification procedures 
for hydraulic cements, fly ash, and natural pozzolan used in Portland Cement Concrete.  It shall 
be used in conjunction with the requirements of Subsection 106.05 of the Specifications. 
 
2. CERTIFICATION AND ACCEPTANCE OF HYDRAULIC CEMENT, FLY ASH 

AND NATURAL POZZOLAN FROM DOMESTIC SOURCES FOR USE IN 
PORTLAND CEMENT CONCRETE 

 
 2.1 The certification and acceptance of hydraulic cement, fly ash, and natural 
pozzolan from domestic sources will be on the basis of the material originating from an 
Approved Material Source.  However, the Department reserves the right to sample and test 
material for acceptance from any source without notification. 
 
 2.2 Source approval of hydraulic cement plants, and fly ash or natural pozzolan 
producers/suppliers, will include the satisfactory submittal to Materials Group, Structural 
Materials Testing Section, on a monthly and timely basis, of an original Certificate of 
Compliance on the lots produced during that month.  In addition, a copy of the Certificate 
of Analysis shall be supplied to Materials Group, Structural Materials Testing Section, for 
either:  1) each lot produced during that month, or 2) lots produced during that month that are 
used on any ADOT construction project.  The referenced Certificate of Compliance and 
Certificate of Analysis are separate documents and not to be combined.  Examples of typical 
Certificates of Compliance and Certificates of Analysis are given in the attachments to this 
Policy and Procedure Directive.  Attachment #1 gives an example of a typical Certificate of 
Compliance for cement.  Attachment #2 gives an example of a typical Certificate of Analysis for 
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cement.  Attachment #3 gives an example of a typical Certificate of Compliance for fly ash.  
Attachment #4 gives an example of a typical Certificate of Analysis for fly ash.  Typical 
Certificates of Compliance and Certificates of Analysis for natural pozzolan would be similar 
to Certificates of Compliance and Certificates of Analysis for fly ash. 
 
 2.3 In addition to the certification requirements given above, a report shall be 
submitted to Materials Group, Structural Materials Testing Section, showing the statistics on the 
Chemical and Physical Requirements as given in ASTM C 150 for Portland cements, ASTM 
C 595 for blended hydraulic cements, or ASTM C 618 for fly ash and natural pozzolan.  This 
report will be current and prepared for each source of material with a time interval of not more 
than one year. 
 
 2.4 A withdrawal of source approval may be instituted for any of the following 
reasons: 
 

(a) If the materials fails to comply with specification requirements. 
 
(b) If the material source fails to provide the required documents  
 to the Department as specified for the source approval on a  
 regular and timely basis. 
 
(c) If the source does not furnish material to the Department for a  
 period of one year. 

 
 2.5 Commercial concrete producers or contractors that supply concrete to any ADOT 
construction project shall have the hydraulic cement, fly ash, or natural pozzolan come from 
approved sources.  In addition, commercial concrete producers or contractors shall advise the 
construction project in writing as a part of the mix design approval process as to the source and 
type of hydraulic cement, fly ash, or natural pozzolan. 
 
 2.6 The Approved Materials Source List for "Hydraulic Cements" and "Fly Ash and 
Natural Pozzolan" is maintained by Materials Group, Structural Materials Testing Section.  The 
current list is available on the Materials Group Structural Materials Testing Section homepage 
through the ADOT internet website. 
 
3. CERTIFICATION AND ACCEPTANCE OF HYDRAULIC CEMENT, FLY ASH 

AND NATURAL POZZOLAN FROM FOREIGN SOURCES FOR USE IN 
PORTLAND CEMENT CONCRETE 

 
 3.1 The certification and acceptance of hydraulic cement, fly ash, and natural 
pozzolan from foreign sources will be in accordance with the requirements specified in Section 2 
above for domestic sources, with the additional requirement for sampling and testing given 
below. 
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 3.2 One sample shall be taken weekly from a distributor's storage facilities.  A partial 
test shall be conducted from a random selected sample each month and a complete chemical and 
physical test shall be performed every three months.  A partial test shall include the tricalcium 
aluminate (C3A) and alkalies determination plus the standard physical tests for hydraulic 
cements.  A failing test result will result in the removal from the Approved Material Source List.  
This suspension from the list shall be until such time that the hydraulic cement producer can 
demonstrate that the quality control has corrected the deficiency in the material and the product 
meets specification requirements. 
 
4. CERTIFICATION AND ACCEPTANCE OF SILICA FUME FOR USE IN 

PORTLAND CEMENT CONCRETE 
 
 4.1 When silica fume is used in Portland cement concrete, it shall conform to the 
requirements of ASTM C 1240. 
 
 4.2 A Certificate of Compliance conforming to the requirements of Subsection 106.05 
shall be submitted for each delivery of silica fume. 
 
 4.3 No samples of silica fume are required. 
 

4.4 The Department reserves the right to sample and test material which has been 
accepted on the basis of a Certificate of Compliance. 
 
5. CERTIFICATION AND ACCEPTANCE OF PORTLAND CEMENT, BLENDED 

HYDRAULIC CEMENT, OR HYDRATED LIME FOR USE AS A MINERAL 
ADMIXTURE IN ASPHALTIC CONCRETE MIXES 

 
 5.1 Portland Cement shall meet the requirements of ASTM C 150 for Type I or Type II 
cement.  Blended Hydraulic Cement shall meet the requirements of ASTM C 595 for Type IP 
cement.  Hydrated Lime shall meet the requirements of ASTM C 1097. 
 
 5.2 A Certificate of Analysis conforming to the requirements of Subsection 106.05 shall 
be submitted for each delivery of Portland cement, blended hydraulic cement, or hydrated lime. 
 
 5.3 No samples of Portland cement, blended hydraulic cement, or hydrated lime are 
required. 
 

5.4 The Department reserves the right to sample and test material which has been 
accepted on the basis of a Certificate of Analysis. 
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6. CERTIFICATION AND ACCEPTANCE OF LIME OR PORTLAND CEMENT 

FOR USE IN SOIL STABILIZATION 
 
 6.1 When lime is used for soil stabilization, the lime shall conform to the requirements 
of Section 301 of the ADOT Specifications. 
 
 6.2 When Portland cement is used for soil stabilization, the Portland cement shall 
conform to the requirements of Section 1006 of the ADOT Specifications. 
 
 6.3 A Certificate of Compliance conforming to the requirements of Subsection 106.05 
shall be submitted for each delivery of lime or Portland cement. 
 
 6.4 No samples of lime or Portland cement are required. 
 

6.5 The Department reserves the right to sample and test material which has been 
accepted on the basis of a Certificate of Compliance. 
 
7. CERTIFICATION AND ACCEPTANCE OF PORTLAND CEMENT AND 

HYDRATED LIME IN MORTAR OR GROUT 
 
 7.1 Portland cement used in mortar or grout shall conform to the requirements of Section 
1006 of the ADOT Specifications. 
 
 7.2 Hydrated lime used in mortar or grout shall conform to the requirements of ASTM 
C 207, Type N. 
 
 7.3 A Certificate of Compliance conforming to the requirements of Subsection 106.05 
shall be submitted for each delivery of Portland cement and hydrated lime. 
 
 7.3 No samples of Portland cement or hydrated lime are required. 
 

7.4 The Department reserves the right to sample and test material which has been 
accepted on the basis of a Certificate of Compliance. 
 
 

 
James P. Delton, P.E. 
Assistant State Engineer 
Materials Group 
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